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6.9 Web GUI Control
On a PC/Laptop that is connected to the same active network as the 
Matrix, open a web browser and type device's IP address on the web 
address entry bar. The browser will display the device's status, control and 
User setting pages.

Click on the 'Control' tab to control power, input/output ports, EDID and 
reset mode.
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Clicking on the 'User Setting' tab allows you to reset the IP configuration. 
The system will ask for a reboot of the device every timeany of the 
settings are changed. The IP address needed to access the Web GUI 
control will also need to be changed accordingly on the web address 
entry bar.
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7. CONNECTION DIAGRAM
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8. SPECIFICATIONS
Video Bandwidth 225 MHz/6.75 Gbps

Input Ports 4×HDMI, 5×IR Receiver, 1×RS-232, 

1×LAN (Control only), 1×RJ45 (Control Only),

1×USB Mini-B (Service Only)

Output Ports 2×HDMI, 4×CAT5e/6/7, 5×IR Emitter

Power Supply 24 V / 3.75 A DC (US/EU standards, CE/FCC/UL 

certified)

ESD Protection Human Body model:

± 8kV (air-gap discharge)

± 4kV (contact discharge)

Dimensions 436 mm(W)×249 mm(D)×44 mm(H)

436 mm(W)×255 mm(D)×48 mm(H)/Including 

Connectors

Weight 3334g

Chassis Material Metal

Colour Black

Operating Temperature 0 ˚C~40 ˚C / 32 ˚F ~ 104 ˚F

Storage Temperature −20 ˚C~60 ˚C / −4 ˚F ~ 140 ˚F

Relative Humidity 20 ~ 90% RH (no condensation)

Power Consumption 40 W
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9. ACRONYMS

ACRONYM COMPLETE TERM

DTS Digital Theater System

EDID Extended Display Identification Data

HDCP High-bandwidth Digital Content Protection

HDMI High-Definition multimedia Interface
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